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COCOON reserves the right to change

designs, product range & technical

specifications without prior notice.

Further information can be found at
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Spare Parts List 1/2

Partno  Spare part code Article No Description (0104
1. JP04-001 JP04-001.000 Handle 1

2. JP04-002 JP04-002.000 Pin 1

3. JP04-003 JP04-003.000 Screw 1

4. JP04-004 JP04-004.000 Stem adapter 1

5. JP04-005 JP04-005.000 Rosette 1

6. JP04-006 70NBRI103F Orring 1

7. JP04-007 70NBRI103F Orring 1

8. JP04-008 70NBR103F Orring 1

9. JP04-009 K-25 OPM Single lever cartridge 1

10. JP04-010 JP04-010.000 Cartridge housing 1

1. JP04-011 70NBR103F Gasket 1

12. JP04-012 JP04-012.000 Metal washer 1

13. JP04-013 JP04-013.000 Hex. mounting ring 1

14. JP04-014 39000425701 Flexible hose M10 X G2 1

15. JP04-015 39000425601/ 39000425501 Flexible hose M10 X G2 2
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Spare Parts List

Partno  Spare part code Article No Description (0104
1. JPO1-VALVES-EXT-001 JPO1-VALVES-EXT-001.000 Lever handle 2
2 JPO1-VALVES-EXT-002 JPO1-VALVES-EXT-002.000 Pin M5 2
3 JPO1-VALVES-EXT-003 70NBR103F Gasket 2
4. JPO1-VALVES-EXT-004 70NBR103F Seal @14 X1.5 4
5 JPO1-VALVES-EXT-005 JPO1-VALVES-EXT-005.000 Collar @44mm 2
6 JPO1-VALVES-EXT-0006 70NBR103F Oring @37 X2 2
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Installation Manual

@35mm

MAX.50mm

Technical warnings

The pipes have to be rinsed before installation to avoid
the pressure differences.

Use a pressure reducer when static pressure is higher
than 5 bar to avoid the damage to the cartridge.
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